PondXpert VariFlow
CAN BE RUN SUBMERSED OR DRY AS SHOWN

NEW for 2016 this pump’s flow-rate can be turned up or down like a dimmer switch. Each pump in the range has 23 power settings.

Pond hose size 25-50mm (1" to 2").

VariFlow 10000
VariFlow 20000
VariFlow 30000
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85w
187w
385w

Max Flow

9200
8902
8622
8362
8100
7837
7624
7404
7191
6971
6758
6546
6331
6118
5905
5693
5471
5264
5049
4837
4624
4509
4396

15w
34w
45w

9200 LPH
9200 LPH
9200 LPH

4396 LPH
9300 LPH
11,999 LPH

Max Height Energy Max Flow
Metres Use {Watts) LPH Metres
5.0 85 19800 6.5
49 83 19620 6.3
4.7 79 19260 6.1
46 76 18780 59
4.4 73 18300 5.6
42 68 17820 5.4
4.0 64 17520 5.2
3.8 60 17220 49
3.6 56 16800 4.7
34 52 16380 44
3.2 48 15960 4.1
3.0 45 15480 3.9
2.8 - 42 15000 37
2.6 38 14520 35
2.4 35 14040 3.2
23 32 13620 3.0
2.1 29 13080 2.8
1.9 27 12540 2.6
1.7 24 12060 2.4
1.6 21 11040 2.2
1.4 19 10500 2.0
1.2 17 9720 1.8
1.1 15 9300 1.6
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Pump Controlier

Max Hght

5.0m
6.5m
9.6m

Energy
Use (Watts)
187
175
167
157
150
142
133
125
117
110
103
96
89
83
77
70
65
59
53
48
44
39
34

PXVF10000

PXVF20000
PXVF30000

MaxFlow

LPH
29295
29068
28387
27706
26852
26116
25290
24667
23642
22832.
21574
20662
19893
19149
18340
17713
16637
15897
14988
14161
13398
12674
11999

5060200444085
5060200444092

Max Ht
Metres
9.6
94
9.0
8.6
8.2
78
74
6.9
6.6
6.2
5.8
5.5
5.1
4.7
4.4
40
3.7
33
3.0
2.8
2.5
2.2
2.0

2
2
2

Energy
Use (Watts)
385
375
355
325
305
285
260
240
222
205
185
170
155
140
125
112
102
91
80
70
61
52
45




